Manual Wafer Butterfly Valve
Mod. WAF

Characteristics

Nominal Pressure: PN10/PN16

Working Temperature: -10°C/+80°C
Bidirectional Seal

Internal and External Epoxy Coating

Shaft Seals Replaceable during Pressurization
Low Operating Torque
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Reference Normative
¢ Constructive: EN 593
Flange Drilling: EN 1092-2
Face toface: EN 558-1

Test: EN 12266-1
Coating: EN 30677

Optional

Special Coating

Flange drilling ANSI, BS

» Gearboxand Wheel

N  Description Material  Standard

1 Body EN GJS 500-7 | EN 1563
2| o |Mos| e "
3 Shaft SS316 ASTM A276 <
4 seat EPDM/NBR | EN 681 ;
5 Bushing BRONZE | EN 1982 )
6 O-Ring NBR EN 681 .5
7 | Valve Block Plate Steel - (7,
8 | Interlocking knob Steel - @
9 Lever EN GJS500-7 | EN 1563 o
10 Bolts Steel - g
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DN D DI D2 D dl d2 d3 d4 "N 10 "N 16 3
d a <
50 | 100 | 52.9 323|763 |80|161|32 (42.045.0/ 77 | 35|50 |4-7 1211 162 | 125 | 4-19 | 125 | 419 >
65 | 120 | 64.5 | 46.1 | 89.0 | 89 |175| 32 |44.747.6| 77 | 35 | 50 | 4-7 12.1 | 267 | 145 | 4-19 | 145 | 419 >_
80 | 127 |78.8 | 64.4 |103.9( 95 |181| 32 (45.2149.0, 77 | 35|50 [4-7| 9 | 12.1 | 267 | 160 | 8-19 | 160 | 8-19 |
100 | 156 [104.0| 86.3 |135.0{114|200| 32 52.1{54.7| 92| 55 | 70 [4-100 11 | 14.1 | 267 | 180 | 8-19 | 180 | 8-19 LL.
125 | 190 [123.3|110.6|159.0{127|213| 32 |54.4/58.0, 92| 55 | 70 [4-10) 14 | 18.1 | 267 | 210 | 8-19 | 210 | 8-19 z
150 | 212 [155.6|134.8|188.4[139|226| 32 (55.7{58.6] 92| 55 | 70 [4-10) 14 | 18.1 | 267 | 240 | 8-23 | 240 | 8-23 -
200 | 268 |202.5(192.4(238.1|175(260| 45 |60.6/63.4{125| 70 |102|4-12/ 17 | 22.2 | 359 | 295 | 8-23 | 295 [12-23 t
250 | 325 |250.5(241.71|292.3|203|292| 45 [65.6/70.0/125| 70 [102|4-12/ 22 | 28.2 | 499 | 350 [12-23| 355 |12-28 :
300 | 402 |301.5(291.8|344.0(242|337| 45 [76.9/80.1/150| 85 [1254-14 22 | 28.2 | 499 | 400 [{12-23| 410 |12-28 m
350 | - - - - 1269|358| - | - | 78125 - [10214-12 - - - | 460 |16-22| 470 |16-26 z
400 | - - - - |295/405| - | - |86 (175 - [1404-18 - - - | 515 |16-26| 525 |16-30 LLJ
450 | - - - - 320(254| - | - [115]175] - [1404-18 - - - | 565 |20-26| 585 |20-30 —
500 | - - - - |356|471| - | - [127|175] = [1404-18 - - T | 620 [20-26| 650 |20-33 g
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